
Dilute the waterpaint with water and shake again until completely mixed, 
then apply the paint on the previously prepared walls.
For critical surfaces with high mould presence, proceed to a pre-treatment of 
the walls with Hubris.

METHOD OF USE

NET-Cide is a powerful and concentrated mould additive that is used to 
prevent the formation of mould, algae and mosses on internal and external 
walls that can be found on any type of water-painting.

DESCRIPTION

Additive created specifically for walls in humid environments that allows to 
prevent the formation of moulds, algae and mosses on internal and external 
walls.

Shake well before use.

-Outdoor usage: 2 packs of 250 ml. Every 14/15 litres of water-based paint 
pour NET-CIDE into the water-paint container until you obtain 
anhomogeneous product

WHAT IT’S FOR

-For Interiors: 1 pack of 250 ml. Every 14/15 liters of water-painting;

Add NET-CIDE to the water paint of choice following the recommended 
dosages:
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Store the product in a dry and well ventilated 
place indoors at a temperature of between 
+5°C and +35°C. in its original packaging 
for up to 12 months.

STORAGE AND SHELF-LIFE

Do not apply the product in the presence of 
rain, fog or on damp or overheated surfaces.

The product must be applied to material with a 
temperature of between 5° and 35°C. and in 
compliance with all the safety regulations 
provided for by the laws in force, present on 
the Product Safety Data Sheet (MSDS).

WARNINGS

Specific weight 1,0 kg./lt.
Product appearance clear liquid
CHEMICAL-PHYSICAL CHARACTERISTICS

0,25 lt. bottle
PACKAGING

The degree of effectiveness of the product and the average consumption are susceptible to variations based on the state of the support to be treated, in case of doubt, please 
contact, before application, our. dedicated technical office.

The information indicated above, deriving from laboratory studies, has a purely indicative value without any formal guarantee. Four Group S.r.l. disclaims any responsibility 
for the incorrect application of the products, for failure to comply with the requirements indicated in this technical data sheet, in the event of accidental damage or tampering.
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