
@FOUR GROUP Srl  -  Via dei Cardi, snc - 00072 - Ariccia (RM)  -  Tel. +39.06.93.49.58.72 - Fax +39.06.93.49.50.12  -  www.nettex.it  -  info fourgroupsrl.it

NETTEX
BUILDING SOLUTIONS STRATOS GLASS

SISTEMI
IMPERMEABILIZZANTI

STRATOS

1- already paved surfaces: 1- already paved surfaces: Make sure to scrape, dry and 
clean the surface perfectly before use (remove any presence of oils and grease first 
with our Maxxxi detergent and for dirt deriving from lime and cement use STRONG 
instead).

The quantity of product applied shall not be less than 0,8-1 kg./m2. STRATOS 
GLASS can be applied by spatula, roller, brush or spray (airless piston).

Mix the product before use. Apply the primer (STRATOS GLASS diluted to 40-50%) 
on the support to be waterproofed. After drying (4 hours approx. 20°C.) apply a first 
coat of STRATOS GLASS and, always after drying, pass a second and a third hand. If 
necessary apply a fourth coat of product.

2 - Surfaces with concrete screeds, vertical plastered, old and/or new: In the 
presence of screed or vertical deteriorated, before the waterproofing.  the same 
must be removed and remade with additive mortars and must be dry and seasoned 
(for new screeds it will take at least 28 days for the complete maturation, moreover 
the residual moisture must be less than 4% by weight to be determined by 
professional hygrometer.
APPLICATION

If the surface is not flat and compact an adeguate preparation will have to be 
arranged.

The surface to be waterproofed must have a sufficient water flow gradient and only 
a small water stagnation can be tolerated.

It is used to waterproof all type of roofing surfaces including terraces, roofs and 
stages.

SURFACE PREPARATION
METHOD OF USE

WHAT IT’S FOR

STRATOS GLASS is a liquid, elastomeric and waterproofing sheath based on a 
mono component and polyurethane resin with aqueous emulsion.

DESCRIPTION

GLASS
guaina liquida impermeabilizzante pedonabile
A BASE poliuretanica mono-componente

PACKAGING

The product must be applied to material with a 
temperature of between 5° and 35°C. and in 
compliance with all the safety regulations 
provided for by the laws in force, present on 
the Product Safety Data Sheet (MSDS).

WARNINGS

Do not apply the product in the presence of 
rain, fog or on damp or overheated surfaces.

Product appearance thixotropic

Hardening  physical 
  (6 - 8 h. at 20°C.)

Color  colourless
After film appearance semigloss

(average indicative value according to the type and state 
of the surfaces).

CHEMICAL-PHYSICAL CHARACTERISTICS

Ph  9 approx

 15 kg.  bucket

STORAGE AND SHELF-LIFE

2
0,8 - 1 m /lt. 

Specific weight 1,05 kg./lt.
Flammability non-flammable

AVERAGE CONSUMPTION

0,75 kg. jar  5 kg. bucket                

Store the product in a dry and well ventilated 
place indoors at a temperature of between 
+5°C and +35°C. in its original packaging 
for up to 12 months.

polyurethane-based walkable waterproofing 
one-component SHEATH

The information contained in this document is given in good faith based on our current knowledge. It is only an indication and is in no way binding, particularly as 
regards infringement of or prejudice to third party rights through the use of our products. FOUR GROUP S.r.l. guarantees that its products comply with its sales 
specifications. This information must on no account be used as a substitute for necessary prior tests which alone can ensure that a product is suitable for given use. Users 
are responsible for ensuring compliance with local legislation and for obtaining the necessary certifications and authorisations. Users are requested to check that they 
are in possession of the latest version of this document and FOUR GROUP S.r.l. is at their disposal to supply any additional information.
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